
S1000
Fingerprint Time  
Attendance Terminal

Features
•	4.3’’	touch	screen	is	user-friendly	and	very	intuitive
•	Multi-languages
•	20,000	Fingerprints	and	40,000	cards
•	 Built-in	2000mAh	backup	battery	extends	operation	time	(optional)
•	 Communication:	TCP/IP,	USB-host,	Optional:	Wi-Fi,	GPRS,	and	3G	(WCDMA)
•	Optional	ID,	Mifare,	HID	cards

The	S1000	is	a	4.3-inch	touch	screen	Time	Attendance	Terminal	with	
elegant	design	and	professional	surface	treatment.	This	device	is	able	
to	support	Wi-Fi,	GPRS,	3G,	and	features	20000	fingerprints	capacity,	
especially	applicable	for	some	projects’	time	attendance.
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Configuration What’s	in	the	Box	

Power	Adapter

Backup	BatterySoftware	CD	
(ZKTime	5.0)

Back	Plate

Screws	and	Holders

S1000

Specifications
Fingerprint Capacity 20,000

ID Card Capacity 40,000	(Optional)

Record Capacity 200,000

User Capacity 20,000

Display 4	.3-inch	Touch	Screen

Communication TCP/IP,	USB-host	

Standard Functions Work	Code,	DST,	Scheduled-bell,	Self-Service	Query,	Automatic	Status	Switch,	T9	Input

Optional Functions ID/Mifare/HID,	Wi-Fi,	GPRS,	3G	(WCDMA),	ADMS,	Backup	Battery

Software ZKTime.Net	3.0,	ZKTime	5.0

Power Supply DC12V	3A

Verification Speed ≤0.5	Sec.

Operating Temp. 0°C	-	45°C

Operating Humidity 20%	-	80%

Dimension 190.0×147.0×53.8	mm	(Length×Width×Thickness)
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W A R N I N G:T o  re d u c e  r is k o f f ire  o r  b u rn s , d o  
n o t  e x p o s e  b a t t e ry  t o  t e m p e ra t u re  a b o v e  6 0
(1 4 0 ) . D o  n o t d is a s s e m b le , c u rs h , p u n c t u re , 
s h o r t e x t e rn a l  c o n t a c t s , o r  d is p o s e  o f in  f ire  
o r  w a t e r . R e p la c e  o n ly  w it h  t h e  b a t t e ry  p a c k
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R e c h a rg e a b le  L it h iu m - I o n  P o ly m e r  B a t t ry

R a t in g : 3 . 7 V D C    4 0 0 0 m A h
R e a d  in s t ru c t io n s in  o p e ra t in g  g u id e  b e f o re
u s in g  t h e  b a t t e ry

M o d e l N u m b e r : Z K -P 3

I n s e r t T h is  S id e  U p

d e s ig n a t e d  f o r  t h is  p ro d u c t .


